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FERRULES

PURPLE FERRULE
25mm and 40mm wall thickness

• Excellent insulation properties > R5
• Foil faced and easy to cut
• All pipe and insulation sizes available
• Comes in 1200mm length ferrules suitable for  
   weld nut clips or strut clips
• Handles compressive stress at 10%      
   deformation: Parallel to rise 1250kPa

FEATURES:

PROPERTIES:

Code ID size
(mm)

OD Size 
25WT (mm)

OD Size 
40WT (mm)

Width of 
ferrule (mm) Density

25WT 40WT

16FER-015-25-PB 16FER-015-40-PB 15CU -13 63 93 50 106 kg/m

16FER-020-25-PB 16FER-020-40-PB 20CU -19 69 99 50 106 kg/m

16FER-025-25-PB 16FER-025-40-PB 25CU -25 75 105 50 106 kg/m

16FER-032-25-PB 16FER-032-40-PB 32CU -31 81 111 50 106 kg/m

16FER-040-25-PB 16FER-040-40-PB 40CU -38 88 118 50 106 kg/m

16FER-050-25-PB 16FER-050-40-PB 50CU -50.8 100.8 130.8 50 106 kg/m

16FER-065-25-PB 16FER-065-40-PB 65CU -63.5 113.5 143.5 50 106 kg/m

16FER-080-25-PB 16FER-080-40-PB 80CU -76 126 156 50 106 kg/m

16FER-100-25-PB 16FER-100-40-PB 100CU -101.6 151.6 181.6 50 106 kg/m

16FER-125-25-PB 16FER-125-40-PB 125CU -127 177 207 50 106 kg/m

16FER-150-25-PB 16FER-150-40-PB 150CU -152.4 202.4 232.4 50 106 kg/m

Material Polyurethane Foam
Density 106 kg/m3
Working Temperature -50°C to 95°C
VOC 0
Thermal Conductivity 0.0296 W/mK
Fire Resistance Fire resistant to DIN 4102 B3



Material Crosslinked Closed Cell Polyolefin Foam
Density 300 kg/m3
Working Temperature -40°C to 105°C
VOC 0
Thermal Conductivity 0.069 W/mK
Fire Resistance Complies (R<1.0)

Code ID size
(mm)

OD Size 
13WT 
(mm)

OD Size 
25WT 
(mm)

OD Size 
40WT 
(mm)

Width of 
ferrule
(mm)

Density
13WT 19WT 25WT

16FER-009-13-BLK 16FER-009-19-BLK 16FER-009-25-BLK 9 35 63 93 55 300 kg/m

16FER-015-13-BLK 16FER-015-19-BLK 16FER-015-25-BLK 15 41 69 99 55 300 kg/m

16FER-016-13-BLK 16FER-016-19-BLK 16FER-016-25-BLK 16 42 75 105 55 300 kg/m

16FER-020-13-BLK 16FER-020-19-BLK 16FER-020-25-BLK 20 46 81 111 55 300 kg/m

16FER-022-13-BLK 16FER-022-19-BLK 16FER-022-25-BLK 22 48 88 118 55 300 kg/m

16FER-025-13-BLK 16FER-025-19-BLK 16FER-025-25-BLK 25 51 100.8 130.8 55 300 kg/m

16FER-027-13-BLK 16FER-027-19-BLK 16FER-027-25-BLK 27 53 113.5 143.5 55 300 kg/m

16FER-034-13-BLK 16FER-034-19-BLK 16FER-034-25-BLK 34 60 126 156 55 300 kg/m

16FER-040-13-BLK 16FER-040-19-BLK 16FER-040-25-BLK 40 66 151.6 181.6 55 300 kg/m

16FER-041-13-BLK 16FER-041-19-BLK 16FER-041-25-BLK 41 67 177 207 55 300 kg/m
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FERRULES

BLACK FERRULE
13mm, 19mm and 25mm wall thickness

• Light weight and extremely tough
• High density, closed cell, cross linked       
   polyethylene polymer foam pipe support for  
   hot and cold applications
• Fast, easy and safe install
• Una�ected by water and humidity
• Excellent Ozone Resistance

FEATURES:

PROPERTIES:
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